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Male branch tees, swivel type, parallel male thread 
 

Type No. Art. No. 
Ø 

mm 
F 

mm 
a/f 

mm 
E 

mm 
E1 
mm 

L 
mm 

L1 
mm 

P 
mm 

7755.018-4 108664 4 R 1/8 12 13.3 9.5 37.2 19.8 6.2 

7755.018-6 108665 6 R 1/8 12 13.3 11.8 43.8 19.8 6.2 

7755.018-8 108666 8 R 1/8 12 13.3 13.5 50.8 19.8 6.2 

7755.014-4 108667 4 R 1/4 14 15.4 9.5 37.2 22.6 8.5 

7755.014-6 108668 6 R 1/4 14 15.4 11.8 43.8 22.6 8.5 

7755.014-8 108669 8 R 1/4 14 15.4 13.5 50.8 23.6 8.5 

7755.014-10 108670 10 R 1/4 14 15.4 16.0 54.4 26.3 8.5 

7755.038-8 108671 8 R 3/8 17 19.2 13.8 47.2 27.1 9.0 

7755.038-10 108672 10 R 3/8 17 19.2 16.0 54.4 27.1 9.0 

 
 
 
 
 

 
 
 
 
 

 
 
 
 
 
Male branch tees, angled plug connections, swivel type, parallel male thread with O-ring 
 

Type No. Art. No. 
Ø 

mm 
F 

mm 
a/f 

mm 
E 

mm 
E1 
mm 

L 
mm 

L1 
mm 

P 
mm 

738.018-4 108690 4 G 1/8 12 14.0 9.5 18.6 19.1 6.0 

738.018-6 108691 6 G 1/8 12 14.0 11.5 21.9 19.1 6.0 

738.018-8 108692 8 G 1/8 12 14.0 13.5 25.4 19.1 6.0 

738.014-6 108693 6 G 1/4 14 18.0 11.5 21.9 21.1 8.0 

738.014-8 108694 8 G 1/4 14 18.0 13.5 25.4 22.1 8.0 

738.014-10 108695 10 G 1/4 14 18.0 16.0 27.2 21.8 8.0 

738.038-10 108696 10 G 3/8 17 22.0 16.0 27.2 27.1 9.0 

738.038-12 108697 12 G 3/8 17 22.0 20.0 30.0 27.1 9.0 

738.012-12 108698 12 G 1/2 22 26.0 20.0 30.0 30.7 11.0 
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